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Dewel Machinery Technology Co., Ltd.
# K % B TECHNCAL PARAMETERS # R $ & Working pranelers
Ak Fluid | B4 Pressure |%ETemperafure | %% Rofating speed
MAX. PRESSURE kO0MPa; C40Bar> T 30o-—-+170 4 3000RPMg :
, A Water e 300-—-120t]  F00RPH
HAX. SPEED S00RPH, Double high-precision groove ball bearings for high stability. ﬁﬁ yq: % %
TEMPERATURE -30c----+120% 3 . . o T - QDEWE{EB
: alanced mechanical sealing structure for prolonged service life. Rotary joint # B i
MEDIA TYPE A B Vﬁ;ei/i;y Standard Sic/Carbon Graphite sealing pair for good sedling F-mail: sddeweier88@163.com wrw sddeveier.con
i &M&&iﬁ%ﬁkfﬁ/ﬁr‘ﬂ%ﬂmﬂwm performance. Optional Sic/Sic, Tungsten carbide/Tungsten carbide Y —
i 2 N AL 5 , , , , | T4
The technical parameter data is the maximum value and connot be used at the same fime. and ofher SE(]lIﬂg pars for strict environment. TEL : +86 632 5832779 P/NDER1O_18O1_OOF
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