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Dewel Machinery Technology Co., Ltd.
# R 5 B TECHMCAL PARAMETERS # R % % Working pranelers
AK Fluid | B4 Pressure | ®ETemperature | %# Rotating speed
MAX. PRESSURE k.0MPa:  C40Bar> T -30~c--E+12(]'c T
. & Water 1MPa; -30t----+120% 3000RPM N
HAX. SPELD S00RPH, Double high-precision groove ball bearings for high stability. ﬁﬁ Hz: % % (O DEWEIER
TEMPERATURE -30e----+120% . . o Rotary joint B
: Balanced mechanical sealing sfructure for prolonged service life. Fonals sddewsler88@163 _
MEDIA TYPE A B Vﬁgﬁ;ék Standard Sic/Carbon Graphite sealing pair for good sedling Mat: SO0CWEIEr LOM wwv.sddeweicrcom
o ‘\‘ . . . . .
\ \ performance. Optional Sic/Sic, Tungsten carbide/Tungsten carbide ‘ TEL = +86 637 5822778
Bt BRBHIBARA D FFRARER: o . & P/N:DGRT5-1801-04L
The technical parameter data is the maximum value and connot be used at the same fime. and ofher SE(]lIﬂg pars for strict environment. TEL:+86 632 5832779
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