| 2 3 h 6
4t0-0061 -5 490
- 114
. 5 .16 _
o
|
|
= I \ —~ N N
a9 N DEWEIEF N o = 93
0 b db S e
- k * i Y
J/////) i
(H 37 !
\
|
TH%% Order-No.
(opper 5 Auminum@# | Stanless R4

LT & AR AL

AR

Dewel Machinery Technology Lo., Lfd.

% A % B TECHNCAL PARAMETERS

# R 2 % Working parameters

' gl fure | %# Rotali
MAX. PRESSURE LONPas_ChBar> S | NI = e
MAX. SPEED _ A Water 1/MPa; -30c--+120¢ 3000RPM
S00REH Double high-precision groove ball bearings for high stability.
TEMPERATURE -30%----+120% . . .
Balanced mechanical sealing structure for prolonged service life.
Hk/ k) BEEA/ W

MEDIA TYPE 4+ &

water/Hat water/air/oil

A HASEREARAME FTRARER

The fechnical parameter data is the maximum value and cannot be used df the same fime.

and other sealing pairs for strict environment.

Standard Sic/Carbon Graphite sealing par for good sedling
performance. Optional Sic/Sic, Tungsten carbide/Tungsten carbide

DGRT5-1901-03R

DGR15-1902-03R

DGR15-1903-03R

ERME: K/ RK/ W5 %
Applicable medium:
water/hot water/oil

ERMR: BEA/ REH%
Applicable medium:

&R A/ T
Applicable medium:

compressed ar
hydraulic oil

water/cutting fluid

fie % & X

Rotary joint
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