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%% Order-No.
Copper %% Aluminum %% | Stainless A44i%
RIETBRLNRATARAE DOR25-1901-04L | DGR25-1902-04L{DGR75-1903-04

Dewel Machinery Technology Co., Ltd.

% R % TECHNCAL PARAMETERS

# R % % Working paramefers

M Fluid | E# Pressure [&&Temperature | %% Rotating speed
MAY. PRESSURE 25MP0; 2580 e i gy | B0
, A Water T 306-——+120c 2600RPH
TNEUP\/I)I(DESZEEEE 0008 Double high-precision groove ball bearings for high stability.
'300(;";;1202 o Balanced mechanical sealing sfructure for prolonged service life.
MEDIA TYPE A+ K v;?;/;;ﬂ(/ﬁ;;ﬁ%? Standard Sic/Corbon Graphite sealing pair for good sedling
Lo w
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The technical paramefer data is the maximum value and cannot be used at the same time.

performance. Optional Sic/Sic, Tungsten carbide/Tungsten carbide

and other sealing pairs for strict environment.

ERME: K/ RK/ W5 %
Applicable medium:
water/hot water/oil

ERMR: BEA/ REH%
Applicable medium:
compressed ar
hydraulic oil

BRI A/
Applicable medium:
water/cutting fluid
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E-mail; sddeweier88@163.com
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www.sddeweier.com

TEL:+86 632 5822778
TEL - +86 632 5832779

P/N:DGRZ5-1900-04L

1

2

3

6






