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Dewel Machinery Technology Co., Lid

A % B TECHNICAL PARAMETERS

% R % % Working paramefers

Applicable medium:
compressed air

Applicable medium:
High pressure wafer

Applicable medium:
hydraulic oil

Ak Fluid | E# Pressure | ®ETemperature | %% Rotating speed -
MAX. PRESSURE 35MPas (350Bar G 20MPa; B0® o hydraulic ol
Hh1 P AR e L - SEEMRERL Cooeweren
e hvdraulic ol 3MPa: © 30RPM - e e
TEMPERATURE 20v 80 %ﬁﬁrz\uﬂlcﬁ%/GYZMﬂ%&%;%m%ﬂ&%ﬁiﬂ&%ﬁ%mﬁm%w9I£M#§M\ BERET W u Iti-Pa ssa ge. Rotary joint ®
AR Hydraulic oil/water/air Ttk REky. LRBuAAAR, KENED, CRBXRERRAL _ E-mail; sddeweier88@7164.com www.sddeweier.com
MEDIA TYPE I M DEWEL GYJ/GYZ Series are swivel joints designed for swiveling application between piping. TEL:+86 632 5822778
HEN/ BEA/ EEEA They are used to eliminafe pofential hose twisting caused by the movement of hydraulic 1 A :
£ &;ﬁgﬁﬁ%jﬁmﬁl FRERMER components: Supported by bearings, thg sfructure can bg operated by low rotation forque. High — /D TEL:+86 637 5832779 P / NGY BZ‘1800‘03R
quality sealing parts are used fa provide prolonged sealing performance.

The technical parameter data is the maximum value and cannot be used at the same fime.
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