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Dewel Machinery Technology Co., Lid

A % B TECHNICAL PARAMETERS

% R % % Working paramefers

. A Fluid | B/ Pressure | &&Temperature | %% Rotating speed
MAX. PRESSURE 35MPa; (350Bar> B8 200 B 30RPM
' d HE W
TEMPERATURE -20c-—--+§0¢ Hydraulic ol 3Mpa: 80v J0RPM
FREAT GY)/CY AAREBLRRT AR E AL RERARR B TRE TR A AT RAER N, WERES
i ni ' Tt -—MEdAY, AWBRAALE RELEN tREHERSEL
MEDIA TYPE j|\ )/ﬁ\ HdeGUlIE Ol water /ar DEWEL GYJ/GYZ Series are swivel joints designed for swiveling application between piping.
HEN/ BEA/ EEEA They are used to eliminafe pofential hose twisting caused by the movement of hydraulic

HH JRSHEEARAE AT RFIHER

The technical parameter data is the maximum value and cannot be used at the same fime.

components. Supported by bearings, the structure can be operated by low rotation torque. High
quality sealing parts are used fa provide prolonged sealing performance.

Wit%5 Order-No.
Aluminum#% | Stainless7441% | Steel#M
GYI25-1802-03R | GYI25-1803-03R | GYJ25-1805-03R
EIAE: BSEA NN | sRA: BEA EAAK: HE

Applicable medium:
compressed air
hydraulic oil

Applicable medium:
High pressure wafer

Applicable medium:
hydraulic oil
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Multi-Passage Rotary joint

E-mail: sddeweier88@7163.com
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TEL - +86 632 5822778
TEL:+86 632 5832779
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