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< 5 K TECNCAL PARAMETERS 5 orking paramefers compressed qir i hydraulic oil
Ak Fluid | B4 Pressure | BETemperafure | & Rofafing speed - High pressure wafer y
MAX. PRESSURE 35MPas (350Bar EG filr“'d 20MPa; e o hydraulic ol
A Water 16MPa: 80t 30RPM v o \
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TEMPERATURE ~200-——+B0* RN T 5T (AR RERERF REF A AR P A R KR, BRAET Multi-Passage Rotary joint L
AR Hydraulic oil /water/air Ttk REky. LRBuAAAR, KENED, CRBXRERRAL _ E-mail: sddeweier88@163.com www.sddeweier.com
MEDIA TYPE JIF M DEWEL GYJ/GYZ Series are swivel joints designed for swiveling application between piping. TEL: +86 632 5822778
HEN/ BEA/ EEEA They are used to eliminafe pofential hose twisting caused by the movement of hydraulic —1 |
£ ﬁﬁ?ﬁﬁ%?‘@%ﬂﬁ, FRG R ; components. Supported by bearings, the structure can be operated by low rotation torque. High — /D TEL:+86 632 5832779 P / NGYZ10‘1800‘O}R
The technical paramefer data is the maxinum value and cannot be used af the same fime. | Quality sealing parts are used to provide prolonged sealing performance.
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