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Dewel Machinery Technology Co., Lid
H AR % B TECHNCAL PARAMETERS £ R % % Morking pranelers
2 0MPL: C20BarS A Fluid | B/ Pressure | &&Temperature | %% Rotating speed
MAX. PRESSURE e Lo fsten | 20MPa: | 2400 J0RPN
MAX. SPEED T00RPH; o Hot oil | 4 OMPa; 280 JORPM @ i e % & % _ O DEWEIER
TEMPERATURE -20c----+280¢ Convex sealing design with sealing velacity 4 fimes higher than common structure. Hightemperature rotary joint = B IR
. mized carbon guide separation to provide high stability for vibrant equipment. -mail . ' .
MEDIA TYPE 4I\ )}ﬁ\ Stean/hof oil Anti-impurity structure for prolonged service life. E mall ' deEWE|er88@163-EUm www.sddeweier.com
5/ AnE High-temp-resistant dlloy spring and antimony carbon rings for prolonged operdtion in ‘ TEL - +86 632 5822778
& 1&$§ﬁﬁ%7‘@7%ﬂﬁﬁ;ﬁﬁélﬂﬂ¢ﬁ}ﬂ: Egleuulr[?r?lpltlgﬁzfgnt mainfenance and lubrication, easy to repar JEL=+86 632 3832175 P/N : 8530_65X_00F
The technical parameter data is the mu|ximum value and cannot be used at the same fime. | - €0 par- |
1 2 3 4 5 6






